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1.Product appearance and performance parameter： 

    
 

 

TUV certification No.：R50188687 

UL certification No.:  E340004 

Rated voltage：TUV1000V/UL600V 

Rated current：25A (2.5 mm²-6mm²cable) 

Resistance：MAX:5mΩ（Except cable resistance） 

Environment temperature：-40℃∽+85℃ 

Connector pull-out force：Min 80N 

Insert and pull out for age test：50 times 

IP degree：IP67 
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2.BOM list： 

QC Solar(Suzhou)Corporation 

Name QC4.10 connector version A0 

  Type QC4.10 page 1 

Customer JA Solar 

 

Bill Of Materials 
date 2014.02.20 

number name material supplier qty Remark 

1 QC4.10 negative PC / 1 pcs  

2 QC4.10 positive PC / 1 pcs  

3 QC4.10 plastic nut PA66  / 2 pcs  

4 QC4 pin copper tinned / 1 pcs  

5 QC4 socket copper tinned / 1 pcs  

6 Inner circlip steel / 2 pcs  

8 O-ring silicon / 1 pcs  

9 gasket silicon / 2 pcs   

10 positive label / / 1 pcs   

11 negative label / / 1 pcs   

12 warning label / / 1 pcs   

13       

14       

15       

16       

17       

18       

19       

20      

All above material can meet ROHS requirement 

  Made by：邵燕   Checked by：徐铁山  Approved by：郭浪 
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3.Drawing： 
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5.Patents： 

 



                                            QC Solar (Suzhou) Corporation 

 
12

6.Assembly instruction： 
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7. Advantage introduction: 

  7.1．Independent intellectual design(Item 5th) 

  7.2．Test data ranks the top by Photon 

 

7.3，Cable cut,striped and crimped by Komax full automation 

       

cable cut                  cable striped                        cable crimped 

7.4，Connector assembly by full automation  

     
 

 


